






Smart Wall Socket & Knob

Working Voltage : AC 110-240V (50/60hz)
Normal Load Power : ≤3000W
Output : 16A (Max)
Maximum Peak Power : 3600W
Wireless Protocol : Wi-FI 2.4Ghz
App: Tuya App, Smart Life.
Addition: USB C & A + Fast Charging

Wireless Protocol : Zigbee 3.0
Type : Wall Socket Plug Standard EU
Working voltage: AC110V/250 60Hz
Max. Load Power : 3000W
Power Consumtion: ≤0.3W
Application Name : Tuya Smart/Smart Life
Addition: Support any USB charging 
appliance

Wireless Protocol : Zigbee 3.0
Type : Wall Socket Plug Standard EU
Max. Load Power : 3000W
power consumption: ≤0.3W
Grounding : Standard Grounding
Application Name : Tuya Smart/Smart Life

Input Voltage : 110V - 240V
Wireless Protocol : Zigbee
Interface : 4 Switch Button With Knob Small 
Display
Applications : Smart Life, Tuya
Control : Apps Remote Control

Rotary Dimming: Provides intuitive, 
fine-tuned control over light intensity. 
Simply turn the knob to achieve the exact 
brightness level you desire, ranging from 
1% to 100%.

Color Temperature Adjustment: Features 
dedicated Light Dimming Control for Cold 
and Warm Color lighting (C/W), allowing 
you to easily shift the ambiance from a 
warm, cozy glow to a cool, focused white.

Dual-Functionality (2-in-1): Acts as both a 
Dimmer for compatible lights and a 
2-gang relay switch to control two 
separate light circuits (on/off), maximizing 
control from a single wall plate.
.
Zigbee Reliability: Connects via the Zigbee 
protocol for low-latency, stable, and 
power-efficient smart integration, 
requiring a Tuya/Zigbee gateway.

Features

Smart Wall Socket Universal 3 In 1
 Zigbee 

Smart Wall Socket
Zigbee

Dimmer Knob Switch Scene
Zigbee

Smart Wall Socket
Wi-Fi

Available Colors Available Colors Available Colors Available Colors

Hands-Free Voice Control: Turn appliances on and off, set schedules, and manage power consumption using simple voice commands through Amazon Alexa 
and Google Home.

Dual-Protocol Options: Choose the best fit for your network: Direct Wi-Fi models (for simplicity) or Zigbee 3.0 models (for a more stable, responsive, and 
energy-efficient mesh network).

Features

Node Series



Sense Series Smart Presence and Ambient Sensors



PIR Motion Sensor Sense Series

PIR Motion Sensor &
Microwave Sensor

PIR Ceiling Motion Sensor
Dimmer & Switch RF/0-10V

Mini PIR Ceiling Motion Sensor
Dimmer & Switch RF/0-10V

PIR Motion Sensor Switch
for 5M Single Color LED Strip

Uses high-accuracy mmWave sensing to 
detect presence reliably without blind 
spots.

Supports both Zigbee and Wi-Fi, enabling 
seamless integration with major smart 
home ecosystems.

Detection range, sensitivity, and timing 
can be customized for precise automation 
control.

Flush-mount ceiling design fits neatly into 
an 80 mm opening for a professional 
finish.

Features

Power Input DC 12V

Detection Range 0.3–9 m

Sensor Type mmWave

Mounting Ceiling flush

Control Presence + Zigbee

Power Input 100–240VAC

Detection Range 10×5 m

Sensor Type PIR + Light

Mounting Ceiling

Control 0–10V + RF

Power Input DC 5V 2A

Detection Range Up to 5 m

Sensor Type PIR

Mounting Wall/Ceiling

Control Zigbee alert

Power Input 12–24VDC

Detection Range ≤ 3 m

Sensor Type PIR

Mounting Inline strip

Control Auto 30s On/Off

Detects movement over a wide ceiling 
coverage area using an integrated 
daylight sensor.

Provides dimming control for compatible 
LED drivers, allowing smooth brightness 
adjustment.

Works as a 2.4G RF remote transmitter, 
enabling wireless control of RF LED 
controllers and dimmable drivers.

Features high-voltage AC switching with 
zero-cross detection for longer product 
and lamp lifespan.

Features

Provides reliable PIR motion detection in a 
small form factor suitable for tight spaces.

Offers stable, low-power wireless 
communication compatible with Tuya and 
major smart home systems.

Sends real-time push notifications to the 
Tuya app when motion is detected.

Can be installed on walls or ceilings for 
optimal detection orientation.

Covers up to 5 meters with a 150-degree 
sensing angle.

Features

Automatically turns LED strips on when 
motion is detected and off after a 
30-second no-motion delay.

Connects directly to 12–24V LED strip 
systems with up to 3A output capacity.
Compact Design: Fits inside aluminum LED 
strip housings for discreet installation.

Comes with built-in 3M adhesive backing 
for quick and secure mounting.

Features



Smart IR Control &  Ambient Sensors

Smart Remote IR Control Hub
Wi-Fi

Smart Remote IR Control Hub 
Zigbee

Smart Remote IR+RF Control Hub
Wi-Fi

Temperature & Humidity Sensor
Zigbee

Sense Series

Allows you to control any home appliance 
that uses traditional infrared remotes, 
such as TVs, air conditioners, and media 
devices—all from a single hub

Connects to your home Wi-Fi network and 
integrates with the Tuya app, enabling 
remote control, scheduling, and 
automation from anywhere.

Built with infrared-optimized PC material 
in a compact 68×68×27 mm housing, 
making it easy to place discreetly in any 
room..

Features

Connectivity Wi-Fi + IR

Power Supply 5V 1A (USB)

Control Type IR control  Tuya app

Conditions Standard indoor use

Dimensions Ø65x25 mm

Connectivity Zigbee + IR

Power Supply 5V 1A (USB)

Control Type IR Zigbee gateway

Conditions 0–50°C, ≤85% RH

Dimensions 50x50c20 mm

Connectivity Wi-Fi + IR + RF

Power Supply 5V 1A (USB)

Control Type IR + RF via Tuya app

Conditions Standard indoor use

Dimensions 70x70x25 mm

Connectivity Zigbee 3.0

Power Supply Battery operated

Control Type Sensing

Conditions –20°C to 85°C

Dimensions 60×60×25 mm

Operates using Zigbee protocol for highly 
stable, energy-efficient communication 
within your smart home network.

Runs on 2×3A batteries with extremely low 
standby power, making it ideal for simple 
cable-free installation.

Covers up to 8 meters of IR range, 
enabling control of TVs, air conditioners, 
and other IR devices from anywhere in the 
room.

Connects to Zigbee gateways to enable 
scenes, routines, and remote control 
through Tuya Smart Life or compatible 
platforms.

Features

Controls both infrared appliances and 
RF-based devices such as RF switches, RF 
fans, or RF LED controllers—expanding 
compatibility far beyond standard IR hubs.

Connects through Wi-Fi for full mobile 
control, allowing remote operation, 
scheduling, and scene automation via 
Tuya Smart Life.

Compatible with Amazon Alexa and 
Google Assistant, enabling hands-free 
voice commands for your home 
appliances.

Features

Provides accurate, instant readings of 
temperature and humidity through a clear 
LCD display, helping you monitor indoor 
comfort levels.

Uses the latest Zigbee protocol for stable, 
low-energy communication with your 
smart home hub and Tuya app.

Allows you to view data remotely, create 
automation scenes, and set alerts through 
the Tuya Smart Life platform.

Works with Amazon Alexa and Google 
Assistant for quick voice-based updates 
on room temperature and humidity.

Features





Lumea CCT Downlight 

Features

• Option available from 5W~30W
• Smart CCT dimming 2700–6000K
• Supports Voice Control (Alexa & Google 

Assistant) and control via Tuya / Smart Life 
App.

Lumea CCT downlight

TERALUX Smart Downlight with Zigbee Tuya 
technology, offering customizable power and tunable 
white light (2700-6000K).Control is easy via the 
Tuya/Smart Life App or Voice Control (Alexa/Google 
Assistant). It features high efficiency (120 lm/W), high 
CRI 90, and a focused 24° beam, perfect for 
high-quality, flexible lighting in any setting. 

Specification

Smart Control Integration

Wiring Diagram

Teralux TH Series
5-25W

Zigbee LED Driver
Dual Color 450mA

Teralux TH Series
30W

Zigbee LED Driver
Dual Color 850mA

Color Corelated Temperature (CCT)

10W5W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

25W 30W 40W 50W

3000K 4500K 6000K

Adjustable CCT

10000K 3000K 4500K 6000K 10000K

Lumea Series Adjustable CCT



Lumea CCT Spotlight

Features

• Adjustable color temperature from warm 
to cool white.

• Smart control via Tuya or Smart Life app.
• High color rendering for natural, vibrant 

lighting.
• Multiple beam angle options for flexible 

lighting design.
• Sleek aluminum housing with a minimalist 

finish.
• Reflector choices: glossy black or glossy 

silver for aesthetic variety.

Lumea CCT Spotlight

Bring precision lighting and smart control into your 
space with the Lumea CCT Spotlight P01 5W. Designed 
with modern aesthetics and advanced technology, 
this spotlight delivers focused, energy-efficient 
illumination while allowing you to customize 
brightness and color temperature directly from your 
smartphone. Its elegant design and superior build 
make it a perfect fit for both residential and 
commercial interiors.

Specification

Smart Control Integration

Wiring Diagram

Teralux TH Series
5-25W

Zigbee LED Driver
Dual Color 450mA

Teralux TH Series
30W

Zigbee LED Driver
Dual Color 850mA

Color Corelated Temperature (CCT)

5W 10W

3000K 4500K 6000K

Adjustable CCT

10000K

12W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

20W 25W 30W

3000K 4500K 6000K

Adjustable CCT

10000K

Adjustable CCTLumea Series



Lumea SeriesLumea CCT Noselight

Features

• Adjustable color temperature from warm 
to cool tones.

• Smart control via Tuya or Smart Life app.
• Voice assistant compatibility for 

hands-free operation.
• Adjustable tilt for flexible lighting direction.
• Narrow beam for precise and focused 

illumination.
• Sleek aluminum body with a refined glossy 

reflector finish.

Lumea CCT Noselight

The Lumea CCT Noselight is a premium smart 
downlight designed to deliver focused, adjustable 
illumination for modern interiors. Its elegant form and 
advanced functionality make it ideal for accenting 
artworks, highlighting architectural details, or 
enhancing ambient spaces. With full smart control 
and voice assistant compatibility.

Specification

Smart Control Integration

Wiring Diagram

Color Corelated Temperature (CCT)

5W 10W

3000K 4500K 6000K

Adjustable CCT

10000K

12W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

20W 25W 30W

3000K 4500K 6000K

Adjustable CCT

10000K

Teralux Noselight
5-12W

Zigbee LED Driver
Dual Color 450mA

Teralux Noselight
30W

Zigbee LED Driver
Dual Color 850mA

Adjustable CCT



Lumea CCT Tracklight

Features

• Adjustable color temperature from warm 
to cool white.

• Smart control via Tuya or Smart Life app.
• Flexible tilt and rotation for precise 

directional lighting.
• Narrow beam design for focused illumina-

tion.
• Durable aluminum housing with integrated 

heat management.
• Available in refined black or white finishes.

Lumea CCT Tracklight

The Lumea CCT Tracklight Dimming is a smart 
adjustable spotlight designed to elevate modern 
interiors with precision lighting and effortless control. 
Engineered for galleries, retail spaces, and 
architectural highlights, it combines sleek aesthetics 
with intelligent functionality. With full app and voice 
control compatibility, this tracklight offers seamless 
customization of brightness, color tone, and lighting 
direction to suit any ambiance or display setting.

Specification

Smart Control Integration

Wiring Diagram

Color correlated Temperature (CCT)

5W 10W

3000K 4500K 6000K

Adjustable CCT

10000K

12W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

20W 25W 30W

3000K 4500K 6000K

Adjustable CCT

10000K

Adjustable CCT

Teralux Tracklight
5-12W

Zigbee LED Driver
Dual Color 450mA

Teralux Tracklight
30W

Zigbee LED Driver
Dual Color 850mA

Adjustable CCTLumea Series



Downlight TH

Features

• Adjustable tilt of 30° and full 360° rotation.
• Dimmable lighting technology options.
• High Color Rendering Index (90) for natural 

light.
• Available variants downlight up to 50W.
• Superior brightness, true colors.

Downlight TH Series

A sleek recessed ceiling downlight designed to deliver 
focused illumination with exceptional brightness and 
unparalleled lighting performance.

Specification

Color Corelated Temperature (CCT)

5W 10W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

25W 30W 40W 50W

3000K 4500K 6000K

Adjustable CCT

10000K 3000K 4500K 6000K 10000K

Lumens

5W

560 - 595 lm

10W

11100-1320 lm

15W

1470 - 2205 lm

25W

2500 -3750 lm

30W

3000 - 3654 lm

40W

3000 - 4500 lm

50W

3150 - 4725 lm

Sizing TH 2
5-9W

TH 3
9-11W

TH 4
12-20W

TH 5
20-25W

TH 6
30W

90mm

60mm

108mm

87mm

136mm

123mm

158mm

140mm

179mm

158mm

Cut Hole ø65mm Cut Hole ø85mm Cut Hole ø106mm Cut Hole ø125mm Cut Hole ø160mm

Beam Angle ElectricalCRI

24°

Cover Glass Option

Clear
Glass

Frosted
Glass

Input

Output

100-265VAC

Low Voltage
Constant Current



Spotlight P0

Features

• Adjustable tilt of 30 degrees and full 360 
degrees rotation.

• Deep anti-glare design cut-off 30 degrees.
• Dimmable lighting technology options.
• Flicker-free lighting for enhanced comfort.
• High Color Rendering Index (90) for natural 

light.
• Offers a variety of angle and color reflector 

options.

Spotlight P0 Series

Refined downlight fixture for recessed ceilings, crafted 
to create a shining light illusion while delivering 
superior brightness and optimal illumination.

Specification

Color Corelated Temperature (CCT)

5W 10W

3000K 4500K 6000K

Adjustable CCT

10000K

12W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

20W 25W 30W

3000K 4500K 6000K

Adjustable CCT

10000K

Lumens

5W

560 - 595 lm

10W

560 - 595 lm

12W

1100 - 1320 lm

15W

1470 - 2205 lm

20W

1974 - 2961 lm

25W

2436 - 3654 lm

30W

3150 - 4725 lm

123mm

Sizing

63mm

Cut Hole ø58mm

63mm

85mm

78mm

104mm

108mm

136mm

Cut Hole ø75mm Cut Hole ø95mm Cut Hole ø106mm

P01
<5W

P02
8-12W

P03
12-20W

P04
20-30W

CRIReflector Option

Black
Glossy

Silver
Glossy

Black
Matte

Silver
Matte

Electrical

Input

Output

100-265VAC

Low Voltage
Constant Current

Beam Angle

15/24/36°



Noselight

Features

• Allows seamless adjustment of light color 
from 2700K (Warm White) to 6000K (Cool 
White) to suit various moods and 
applications.

• Delivers excellent brightness at 120 lm/W, 
ensuring powerful illumination while 
maintaining energy efficiency.

• Boasts a CRI >90 Ra for high-quality light 
that accurately renders the colors of 
artwork, interiors, and decorations.

• Built with an aluminum alloy housing

Lumea Noselight

Illuminate your space with the TERALUX Smart LED 
Dimming Downlight 15W, featuring a wide Color 
Correlated Temperature (CCT) range and seamless 
Tuya Voice Control. Perfect for showcasing artwork, 
wall accents, and interior lighting, this adjustable 
spotlight combines high performance with smart 
convenience.

Specification

Color Corelated Temperature (CCT)

Lumens

5W

560 - 595 lm

10W

11100-1320 lm

15W

1470 - 2205 lm

25W

2500 -3750 lm

30W

3000 - 3654 lm

40W

3000 - 4500 lm

50W

3150 - 4725 lm

Sizing

Beam Angle ElectricalCRI

24°

Cut Hole

Input

Power

AC 100–265V

12W90mm

5W 10W

3000K 4500K 6000K

Adjustable CCT

10000K

12W 15W

3000K 4500K 6000K

Adjustable CCT

10000K

20W 25W 30W

3000K 4500K 6000K

Adjustable CCT

10000K



Tracklight

Features

• Smart CCT Dimming (2700K–6000K) with 
dual adjustable color temperature and 
brightness.

• App Control via Smart Life or Tuya App for 
full customization, scheduling, and scene 
modes.

• Voice Control compatible with Amazon 
Alexa and Google Assistant.

• 24° Beam Angle for precise and focused 
lighting applications.

• Ideal for gallery, retail, hospitality, and 
architectural lighting.

Teralux Tracklight Series

TERALUX Smart LED Track Light 12-30W, a highly 
intelligent and adjustable spotlight designed for 
gallery, retail, and interior accent lighting. With a 
broad 2700K–6000K CCT range and full Zigbee Tuya 
Voice Control, this tracklight offers maximum flexibility 
and brilliant, true-color illumination.

Specification

Color Corelated Temperature (CCT) Electrical

12~30W

3000K 4500K 6000K 10000K

Adjustable CCT

Lumens

5W

560 - 595 lm

10W

11100-1320 lm

15W

1470 - 2205 lm

25W

2500 -3750 lm

30W

3000 - 3654 lm

40W

3000 - 4500 lm

50W

3150 - 4725 lm

Sizing

Input Voltage AC 100–265V

Power 12~15W

Luminous Efficacy 120 lm/W

Material Aluminum Housing

Beam Angle ElectricalCRI

24°

Available Colors

Input

Power Options

 AC 100–265V

12W - 30W



Features

• Can be installed on ceilings, suspension lines, 
or tracks.

• Suitable for decoration in hotels, homes, bars, 
and more.

• Adjustable brightness for customized lighting.
• Easy to install and adaptable to any space.
• Flexible design that can be folded into any 

shape.
• Provides smooth and soft illumination with no 

dark spots.

• Operates on low voltage, making it safe to 
touch while in use.

• Safe, user-friendly, and seamlessly blends into 
any environment.

About LED Strip

Elevate any space with a sleek, versatile lighting solution! Install it on ceilings, suspension lines, or tracks with 
ease. Adjustable brightness lets you set the perfect mood, while its flexible design shapes to your vision. Enjoy 
smooth, flawless illumination with no dark spots. Safe, low-voltage, and effortlessly stylish—lighting that 
blends in while standing out!

LED Strip 4000K
Warm White 120LED/m

LED Strip 5000K
Pure White 120LED/m

LED Strip 6000K
Pure White 120LED/m

Quality High Quality

LED Type SMD 2835

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

Quality High Quality

LED Type SMD 2835

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

Quality High Quality

LED Type SMD 2835

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

LED Strip LED COB Strip

LED Strip COB 5000K
480 Chips/m

LED Strip COB 2700-6500K
608 Chips/m

LED Strip ARGB COB WS2811
576 Chips/m

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

Quality High Quality

Length/Roll 5m

Input Voltage 24V DC

Power 14W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 12VDC

Power 12 W/m

PCB Width 8mm

LED Strip ARGB COB WS2811
360 Chips/m

LED Strip COB 3000K
540 Chips/m

LED Strip COB RGB Addressable
COB 360 Chips/m

Quality High Quality

Length/Roll 5m

Input Voltage 12VDC

Power 9.6W/m

PCB Width 8mm

Quality High Quality

Length/Roll 5m

Input Voltage 12VDC

Power 12W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 12VDC

Power 9.6W/m

PCB Width 8mm



RGB Addressable LED Strip
60 LEDs/m

RGB Addressable LED Strip
96 LEDs/m

RGB Addressable LED Strip
144 LEDs/m

Quality High Quality

Length/Roll 5m

Input Voltage 12V

Power 10W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 28W/m

PCB Width 12mm

LED RGB Strip

RGB LED Strip
60 LEDs/m

RGB LED Strip Addressable
48 LEDs/m

RGB LED Strip WS2815 Addressable
60LEDs/m

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 14W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 24V DC

Power 10W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 14W/m

PCB Width 10mm

Addressable Single Color Strip

LED Strip Addressable 6500K
120 LEDs/m

LED Strip Addressable 10000K
120 LEDs/m

LED Strip Addressable 6000K
60 LEDs/m

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 10W/m

PCB Width 8mm

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 14W/m

PCB Width 10mm

Quality High Quality

Length/Roll 5m

Input Voltage 12V DC

Power 14 W/m

PCB Width 8mm

Features

• Customizable Ambiance: Features adjustable 
brightness to perfectly match any setting.

• Smooth Illumination: Provides smooth, soft light 
with no dark spots.

• Safe & Low-Voltage: Operates on low voltage, 
ensuring it is safe to touch and user-friendly.

• Flexible & Adaptable: Easily conforms to any 
shape or space and blends seamlessly into its 
environment.

• Simple Installation: Can be effortlessly 
mounted on ceilings, suspension lines, or 
tracks.

• Wide Application: Ideal for decoration in hotels, 
homes, bars, and various commercial or 
residential spaces.

• Dynamic Effects: Compatible with a running 
controller for stunning dynamic lighting effects.

About LED Strip

Elevate your space with this versatile LED strip. This safe, low-voltage, and flexible lighting solution offers 
adjustable brightness for customized ambiance and provides smooth, even illumination without dark spots. 
It's easy to install on ceilings, tracks, or suspension lines, making it perfect for decorating hotels, homes, bars, 
and seamlessly blending into any environment. It also supports a running controller for dynamic lighting.



CONTROLLER & DRIVER



LED Strip Controller Single Color 

Features

• Smart CCT Dimming (2700K–6000K) with 
dual adjustable color temperature and 
brightness.

• App Control via Smart Life or Tuya App for 
full customization, scheduling, and scene 
modes.

• Voice Control compatible with Amazon 
Alexa and Google Assistant.

• 24° Beam Angle for precise and focused 
lighting applications.

• Ideal for gallery, retail, hospitality, and 
architectural lighting.

Teralux Tracklight Series

TERALUX Smart LED Track Light 12-30W, a highly 
intelligent and adjustable spotlight designed for 
gallery, retail, and interior accent lighting. With a 
broad 2700K–6000K CCT range and full Zigbee Tuya 
Voice Control, this tracklight offers maximum flexibility 
and brilliant, true-color illumination.

Specification Sync Series

Technical Parameter

Wiring Diagram

Input & Output

Input voltage

Output voltage

Output current

Output power

Output type

12-48VDC

12-48VDC

15A@12/24V

10A@36/48V

180W@12V

360W@24V

360W@36V

480W@48V

Constant voltage

Dimming Data

Input signal

Dimming gray scale

Dimming range

Dimming curve

PWM Frequency

0/1-10V + Push Dim

4096 (2^12) levels

0-100%

Logarithmic or linear

500Hz, 2kHz, 8kHz, 16kHz

Environment

Operation temperature

Case temperature (Max.)

IP rating

Ta: –30°C ~ +55°C

Tc: +85°C

IP20



LED Strip Driver (Clario & F3RGB)

Features

• Control RGB, RGBW, RGB+CCT, color temperature, or single-color LED strips with ease.
• Features DC power input and up to 5-channel constant voltage output.
• Tuya Smart App enables brightness, color adjustment, timers, scenes, music sync, and more.
• Compatible with Philips HUE via HUE bridge.
• Supports voice control with Alexa, Google Assistant, Tmall Genie, and Xiaodu.
• Reliable routing with up to 15 hops.
• Optional Zigbee 3.0 remotes or scene panels for added control.

Specification

Input and Output

Light type

Input voltage

Output ch.

Input current

Output voltage

Output current

Output Power

PWM
Frequency

Dimming Data Environment & Certification

Control distance

Dimming gray scale

Dimming range

30m (Barier-free space)

65536 (2¹6) levels

0 –100%

Operation Temperature

Case Temperature(MAX)

IP Rating

Size

Ta: -30°c – +55°C

Tc: +85°C

IP20

L120 x W43 x H27mm

Certification CE, EMC, RED

Sync Series

Clario 1

Single Color

2

10.5A

12–36V

2CH,5A/CH

2x(60–180)W

4KHz

12–36VDC

Clario 2

CCT

2

10.5A

12–36V

2CH,5A/CH

2x(60–180)W

4KHz

12–36VDC

Clario 3

RGB

3

12.5A

12–24V

3CH,4A/CH

3x(48–96)W

2KHz

12–24VDC

22.5W@5V

54W@12V

108W@24V

F3 RGB

RGB

5–24V

3 × 1.5A/CH

2KHz

5–24VDC

Clario 4

RGBW

4 3

12.5A 5A

12–24V

4CH,3A/CH

4x(36–72)W

2KHz

12–24VDC

Clario 5

RGB+CCT

5

15.5A

12–24V

5CH,3A/CH

Wireless 
Protocol

Dimension

Zigbee Zigbee Zigbee Wi-FiZigbeeZigbee

111*98.75*20 111*98.75*20 111*98.75*20 70*30*10111*98.75*20111*98.75*20

5x(36–72)W

2KHz

12–24VDC

F3 RGB



SPI Controller

Features

• Universal Smart Control: Control via Wi-Fi 
App (Tuya/Smart Life), Voice Assistants 
(Alexa/Google), and local RF/IR Remotes.

• Dual Compatibility: Manages both 
Addressable/Pixel (SPI) and Standard RGB 
(Analog) LED strips.

• Scalable Power: Supports projects ranging 
from low-current (2A) up to 8A high-ca-
pacity installations

• Dynamic Effects: Includes specialized 
features like Musical Rhythm/Sound 
Control and a wide range of highly 
customizable dynamic modes.

SPI Controller

The S Series controllers are a versatile line of smart 
devices designed for all types of LED strips, offering 
both SPI (Addressable) control for complex pixel 
effects and Constant Voltage control for high-power 
standard RGB strips.

SpecificationSpecification

Product Features

LED Type

Max Input Current

SPI Mini

Addressable (SPI)

Physical Control APP + Keys + Sound

Max Pixels 255 Dots 

Max Output (24V) 48W

Special Features Musical Rhythm

2A

SPI 5-24VDC

Addressable (SPI)

RF 2.4G + APP + Voice

1000 Dots

192W

49 Types, 44+ Modes

8A

Advantages Comparison

Addressable Control

App Control

SPI Mini

Yes

Analog Control No

Voice Control Yes

Music Rhythm Yes

Yes

SPI 5-24VDC

Yes

No

Yes

Yes

Yes

Sync Series



LED Driver 900mA
25-36VDC

LED Driver 300mA
24-42VDC 7-12W

LED Driver 300mA
27-42VDC

Input Voltage AC100–260V

Output Voltage 12–25V

Output Current 300mA

Output Power 3–7W

Weight 20g

Input Voltage AC100–260V

Output Voltage 24–42V

Output Current 300mA

Output Power 7–12W

Weight 25g

Input Voltage AC100–260V

Output Voltage 27–42V

Output Current 300mA

Output Power 12W

Weight 80g

Input Voltage AC100–260V

Output Voltage 4–17V

Output Current 300mA

Output Power 1–5W

Weight 15g

Input Voltage AC100–260V

Output Voltage 75–126V

Output Current 300mA

Output Power 22–37W

Weight 100g

Input Voltage AC100–260V

Output Voltage 54–84V

Output Current 300mA

Output Power 16–25W

Weight 30g

Drivestatic Series

LED Driver 600mA
24-42VDC

LED Driver 600mA
36-63VDC

LED Driver 900mA
25-36VDC

Input Voltage AC100–260V

Output Voltage 24–42V

Output Current 600mA

Output Power 20W

Weight 110g

Input Voltage AC100–260V

Output Voltage 36–63V

Output Current 600mA

Output Power 12–18×3W

Weight 120g

Input Voltage AC100–260V

Output Voltage 25–36V

Output Current 900mA

Output Power 30W

Weight 110g

LED Driver 300mA
4-17VDC 1-5W

LED Driver 300mA
75-126V 22-37W

RGB Addressable LED Strip
144 LEDs/m

Suitable for Static LED



0-10V LED Driver 150-700mA
9-45V 15W

0-10V LED Driver 600mA
25-36V 20W

0-10V LED Driver 900mA
25-36V 30W

Output Current 150–700mA

Output Voltage 9–45V

Output Power 15W

Channels 1CH

Applications Indoor lighting

Output Current 600mA

Output Voltage 25–36V

Output Power 20W

Channels 1CH

Applications Indoor lighting

Output Current 900mA

Output Voltage 25–36V

Output Power 30W

Channels 1CH

Applications Indoor lighting

Output Current 350–850mA

Output Voltage 15–42V

Output Power 36W

Channels 1CH

Applications Smart lighting

Output Current 2×150–500mA

Output Voltage 10–42V

Output Power 3.5–18.9W

Channels 2CH

Applications Magnetic/linear

Output Current 2×350–700mA

Output Voltage 10–42V

Output Power 3.5–29.4W

Channels 2CH

Applications Magnetic/linear

Output Current 150–280mA

Output Voltage 15–42V

Output Power 12W

Channels 1CH

Applications Indoor lighting

Output Current 150–700mA

Output Voltage 10–45V

Output Power 15W

Channels 1CH

Applications Indoor lighting

Output Current 2×150–450mA

Output Voltage 10–42V

Output Power 12W

Channels 2CH

Applications Smart lighting

Output Current 100–450mA

Output Voltage 9–45V

Output Power 12W

Channels 1CH

Applications Smart lighting

Driveglow Series

Zigbee LED Driver Dual Color
850mA 36W

Zigbee LED Driver Dual Color
CXR 500mA 21W

Zigbee LED Driver Dual Color
CXR 500mA 28W

Zigbee LED Driver Single Color
450mA 12W

TRIAC LED Driver 150-280mA
15-42V 12W

TRIAC LED Driver 150-700mA
10-45V 15W

Zigbee LED Driver Dual Color
450mA 12W

 Suitable for Dimmer LED



AC TRIAC Dimmer
Controller RF

Smart Dimmer 0/1-10V
RF ZigBee

Smart AC Push Switch

Input Voltage 100–240VAC

Output Voltage 100–240VAC

Output Current Max 1.5A

Signal Tuya APP + RF + Push

Input Voltage 100–240VAC

Output Voltage 0/1–10V

Output Current 20mA

Signal Tuya APP + RF + Push Dim

Input Voltage 100–240VAC

Output Voltage 100–240VAC

Output Current Max 1.5A

Signal Tuya APP + RF + Switch

Input Voltage 100–240VAC

Output Voltage 100–240VAC

Output Current 1.5A

Signal Rotary Knob + RF

Input Voltage 100–240VAC

Output Voltage 100–240VAC

Output Current Max 2.5A

Signal Phase-cut signal

Coadra Series

AC TRIAC Rotary
Glass Panel Dimmer

Zigbee LED Driver Single Color 
450mA 12W

Bridging TRIAC to Smart Control


